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Improvement Proposal of Automatic GPU Offloading
Technology

Yoji Yamato
NTT Corporation
3-9-11, Midori-cho, Musashino-shi
Tokyo 180-8585 Japan
yoji.yamato.wa@hco.ntt.co.jp

ABSTRACT

Recently, utilization of hardware other than CPU (Central
Processing Unit) such as GPU (Graphics Processing Unit) or
FPGA (Field-Programmable Gate Array) is increasing including
education field. However, when using heterogeneous hardware
other than CPUs, barriers of technical skills such as CUDA
(Compute Unified Device Architecture) and HDL (Hardware
Description Language) are high. Based on that, | have proposed
environment adaptive software that enables automatic conversion,
configuration, and high-performance operation of once written
code, according to the hardware to be placed. Partly of the
offloading to the GPU and FPGA was automated previously. In
this paper, | improve and propose a previous automatic GPU
offloading method to expand applicable software and enhance
performances more. | evaluate the effectiveness of the proposed
method in multiple applications.

CCS Concepts
«Software and its engineering—Software creation and
management—Search-based software engineering

Keywords
Environment Adaptive Software; General Purpose GPU;
Automatic Offloading; Performance; Evolutionary Computation.

1. INTRODUCTION

In recent years, it is said that Moore's Law will end shortly and
CPU's density cannot be expected to double in 1.5 years. Based on
this situation, systems with heterogeneous hardware such as GPU
and FPGA are increased including education field such as image
processing demonstration. Some providers use special servers
with powerful GPUs to mining process of Bitcoin or special
servers with FPGAs to accelerate specific signal processing of
NFV (Network Function Virtualization). AWS (Amazon Web
Services) [1] provides GPU/FPGA using cloud technologies (e.g.,
[2]-[13]). Microsoft’s search engine Bing tries to use FPGA [14].

However, to achieve high performances using heterogeneous
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hardware, developers need to program and configure considering
hardware appropriately and need to use expert technologies such
as CUDA [15] and OpenCL (Open Computing Language) [16].
This prevents easy utilization of heterogeneous hardware.

Along with the progress of 10T (Internet of Things) technology
(e.g., Industrie 4.0 and so on [17]-[21]), IoT devices are increasing
rapidly, and many loT applications are developed using service
coordination technologies such as [22]-[30].

Expectation of applications utilizing heterogeneous hardware such
as GPU and FPGA and many loT devices is getting higher,
however the hurdles are currently high for utilizing them. In order
to break down such a situation, we think it is required in the future
that application programmers only need to write logics to be
processed, then software will adapt to the environments.

Because Java [31] is insufficient for environment adaptation with
performances, | have proposed environment adaptive software
which runs once written applications with high performance by
automatically performing code conversion and configurations so
that GPUs, FPGAs, loT devices or so on can be used on
deployment environments appropriately. As part of its technology,
I have also realized automatic GPU offloading of applications
loop statements partly. In this paper, | improve the automatic GPU
offloading method, which has been proposed using evolutionary
computation in the previous researches [32][33], to be applied to
more applications with higher performances. | implement the
improved method and evaluate using plural applications.

2. EXISTING TECHNOLOGIES

For GPGPU (General Purpose GPU) that uses GPU computational
power not only for graphics processing (e.g., [34]), CUDA is a
major development environment. To control heterogeneous
hardware such as GPUs, FPGAs, and many core CPUs uniformly,
OpenCL specification and its SDK (e.g., [35][36]) are widely used.
CUDA and OpenCL need not only C language extension but also
additional descriptions such as memory management.

For easy heterogeneous hardware programming, there are
technologies that specify parallel processing areas by specified
directives and compilers transform these directives into device
oriented codes on the basis of directives. OpenACC [37] is one of
the directive-based specifications, and the PGl compiler [38] is
one of the directive-based compilers. For example, users specify
OpenACC directives on C/C++ codes to process them in parallel,
and the PGI compiler checks the possibility of parallel processing
and outputs execution binary files to run on GPUs and CPUs.
IBM JDK supports GPU based on Java lambda expression [39].

In this way, CUDA, OpenCL, OpenACC, and others support GPU
or FPGA offload processing. However, although processing on a
GPU or FPGA itself can be performed, sufficient performance is
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hard to obtain. For example, when users use an automatic
parallelization technology like the Intel compiler [40] for
multicore CPU, possible areas of parallel processing such as "for"
loop statements are extracted. However, naive parallel execution
performances with GPUs or FPGAs are not high because of
overheads of CPU and GPU/FPGA memory data transfer. To
achieve high performances with GPU/FPGA, CUDA/OpenCL
need to be tuned by highly skilled programmers or appropriate
offloading area need to be searched for by PGI compiler or others.

3. IMPROVEMENT OF AUTOMATIC GPU
OFFLOADING FOR LOOP STATEMENTS

3.1 Flow of Environment Adaptive Software

In order to realize software adaptation to environment, | have
proposed the following processing flow of environment adaptive
software with reference to Figure 1. The environment adaptive
software is realized in cooperation with functions including an
environment adaptation function, a test case DB (using Jenkins,
etc [41][42]), a code pattern DB, a facility resource DB, a
verification environment and a production environment.

3.2 Previous Automatic GPU Offloading
Method and its Problem

Here, | explain our previous automatic GPU offloading method.
There are two main features. First one is the loop statements
suitable for GPU are extracted [32] using Genetic Algorithm (GA)
[43], and the variables used in nested loop statements are
transferred between CPU and GPU as high loop as possible [33].

As a basic problem, it is possible for compilers to find the
restriction that these loop statements cannot be processed in
parallel on GPU, but it is difficult to find the suitability that these

loop statements such as image analysis (e.g., [44][45]) are suitable.

Based on this situation, the paper of [32] proposes that GA
automatically finds an appropriate loop statement to be offloaded
to GPU. First, a parallel loop statement is checked from a general
purpose program that is not supposed to be parallelized, and loop
statements offload patterns are mapped to genes with a value of 1
is set for GPU execution and 0 for CPU execution. Then, the
performance verification trials are repeated in the verification
environment to search for an appropriate offloading area.

In the paper of [33], in addition to the appropriate extraction of
loop statements, it is proposed to transfer the variables used in the
nested loop statements at the upper level loops as possible in order
to reduce the transfer between CPU and GPU. When offloading a
loop statement to GPU with a naive method, if CPU-GPU transfer
is performed at the lower level of nesting, the transfer is
performed at each lower level loop, which is not efficient. Causes

of long processing time are often nested loops. This idea shows an
effect on speeding up by reducing CPU-GPU transfers.

Based on these two ideas, we have confirmed automatic
performance improvements even for medium-scale applications
with more than 100 loop statements. However, there were two
issues when considering practical usages. 1. Insufficient
performance, 2. Expansion of applicable applications.

In terms of performance improvement, it can be said that there are
many applications in which automatic performance improvement
using OpenACC does not have sufficient performance compared
to manual improvement using CUDA. In CUDA acceleration
methods, CPU-GPU data transfer reduction, appropriate use of
multiple memories (shared memory, constant memory, texture
memory, local memory, global memory), coreless access,
suppression of branch in Warp, high occupancy by Warp
simultaneous multithreading, task parallelization by stream
processing, parallelization granularity tuning suitable for the
number of threads and so on are done. Of course, change to
parallel processing from serial processing is a major premise.
Among them, the high effect point is the reduction of CPU-GPU
transfer rather than the memory allocation in GPU because from
absolute values of the transfer speed.

As for applicable applications problem, there are some
applications that cannot be tried because many errors occur at the
stage of compiling for GPU before the evolutionary calculation of
our implementation tools [32][33]. In the next subsection, | will
examine the expansion of directives so that instructions can be
given to loop statements that were excluded in the previous
researches due to errors of instructing GPU processing.

3.3 Reduction of CPU-GPU Transfer and

Expansion of GPU Processing Directives

First, in order to reduce CPU-GPU transfer, in addition to
transferring nested loop variables as upper level as possible, we
will match many variables transfer timings and reducing transfers
that compilers automatically transfer. CPU-GPU transfer occurs
when we offload processing to GPU, but speeding up can be
achieved by reducing the number of transfers with timing
matchings and unnecessary transfer preventions.

To reduce the transfer, not only the nesting loops but also the
variables that summarize the transfer timing to GPU are
transferred in a batch. Since the reference relationship of variables
can be grasped during code analysis, when variables defined in
multiple files are used separate CPU processes and GPU processes
and not staggered, these variables are specified batch transfer
using OpenACC "data copy" and "update”. In addition, variables
that are transferred in a batch and do not need to be transferred at
that time are clearly indicated using directive of "data present".
The "present" is a clause that GPU already has a variable.

Then, we consider reducing the number of transfers that compilers
may transfer automatically. For example, Figure 2 shows the case
of a PGI compiler that is famous as an OpenACC compiler. If
GPU processing is simply specified in the #pragma acc kernels
clause without using the OpenACC "data copy" or "present"
clause, the variables in the loop are synchronized between CPU
and GPU in each loop. In [33], "data copy" was explicitly
specified to reduce this problem of nesting loop statements.
However, even when "data copy" or "present" is specified with
OpenACC, variables may be automatically transferred by a
compiler judgement. Conditions are whether it is a global variable
or a local variable, where it is initialized, obtained from another
function including a loop, only referenced, updated within a loop
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or so on. Depending on compilers specifications, transfers are
occurred even if the transfers are unnecessary. Therefore, to
reduce transfers that degrade performances but are not intended by
OpenACC instructions, we create a temporary area, initialize
variables in the temporary area, and transfer variables using it.

Next, we consider expanding directives to increase the number of
applications that can be applied. Specifically, the directive to
specify GPU processing is expanded to the "parallel loop" and
"parallel loop vector" directives in addition to the "kernels"
directive used in previous research. In OpenACC standard,
"kernels" are for single loops and tightly nested loops, "parallel
loop" is for loops that include non-tightly nested loops, "parallel
loop vector" is for loops that cannot be parallelized but vectorized.
In previous researches, simple loops were considered, but non-
tightly nested loops and loops that cannot be parallelized but
vectorized were out of scope, so the areas were narrow.

Therefore, in this paper, "kernels" are used for single and tightly
nested loops, non-tightly nested loops are specified by "parallel
loop", and loops that cannot be parallelized but vectorized are
specified by "parallel loop vector". There is a concern that
incorrect results will increase more than the case of "kernels" by
setting "parallel”. Thus, it is assumed that the final offload
program is confirmed by performing a sample test, checking the
result difference with only CPU, and showing results to the user.

4. IMPLEMENTATION

The purpose of the implementation is to confirm the effectiveness
of automatic GPU offloading improvement. The scope application
is a C/C++ language application, and GPU processing uses PGI
compiler 19.4 in the market. We implement the implementation
by Perl, Python and C language. The Perl program controls GA,
Python and C program parses codes and so on.

When an application is specified, the implementation analyzes
C/C++ code and detects loops and variables used in loop
statements. For parsing, it uses libraries of LLVM/Clang 6 [46]
libClang Python binding. We can also use similarity detection tool
such as CCFinderX [47] to grasp used functions.

We need to exclude loop statements in which GPU processing
itself is impossible. Pgcc of PGl compiler can judge for each for
statement such as kernels can be processed because of tightly
nested loop, cannot be parallelized but vectorized. Therefore, for
each for statement that makes such a judgement, the
implementation tries inserting #pragma acc kernels, #pragma acc
parallel loop and #pragma acc parallel loop vector directives to
check whether errors occur during compilation. Loop statements
that generate errors are out of GA scope.

If the counted GPU processable loop statements are A, A is the
gene length. Gene value 1 corresponds to GPU processing
directive, and 0 corresponds to no directive. Source codes with
plural loop statements are mapped to genes with A length.

A specified number of individual genes are prepared as the initial
setting. Initial genes are created so as to assign 0 and 1 randomly.
The implementation adds GPU processing directives #pragma acc
kernels, #pragma acc parallel loop and #pragma acc parallel loop
vector to C/C++ loop statements when corresponding gene values
are 1. The reason for not adding parallel directives to tightly
nested loop statements is that kernels directives have better
performances if they are the same processing with PGl compiler.
After gene values are set, parts for GPU in codes are determined.

Next, data related directives are added. "data copy", "data present",
and a temporary area are specified based on the reference relation
of variables in the loop statement. Here are cases of data transfers
are needed. When variables set and defined on CPU side and
variables referenced on GPU side overlap, variables transfer from
CPU to GPU is required. When variables set on GPU side and
variables referenced, set or defined on CPU side overlap, variables
transfer from GPU to CPU is required. If there is no repetition
such as processing the result processed by GPU and processing it
again by GPU, data transfers may be possible to batch.
Specifically, for variables that can be transferred in a batch before
GPU processing and after GPU processing among variables that
need to be transferred, the implementation specifies #pragma acc
data with same timing for variables defined in multiple files. Even
if multiple files cannot be batched, variables that can be batched
in nesting loops are batched as previous work [33]. Since many
variables transfers are batched, there increase variables are already
in GPU when GPU processes individual loop statements. In that
case, the implementation instructs that variables transfers are not
required by specifying #pragma acc data present. In addition, to
prevent automatic transfer of compilers, when CPU-GPU transfer
is required with #pragma acc data copy and so on, the
implementation creates a temporary area on GPU side (#pragma
acc declare create), initializes the data, and synchronizes the data
via the temporary area (#pragma acc update).

C/C++ codes added #pragma directives are compiled by PGI
compiler on a verification machine with GPU. The
implementation deploys compiled binary files and measures
performances by using sample test tools.

After performances of all individuals are measured, the
implementation sets goodness of fit to each gene on the basis of
each performance result. The implementation selects individuals
based on goodness of fit values. For selected individuals, the
implementation processes evolution operation of crossover,
mutation, or copy so as to create the next generation of individuals.
For next generation individuals, directives insertion, compile,
performance measurement, setting a value of goodness of fit,
selection, crossover and mutation are performed. After completion
of GA processing for the specified number of generations, the
C/C++ code with directives that corresponds to the gene with the
highest performance is the final solution.

5. EVALUATION
5.1 Evaluation Method

5.1.1 Evaluated applications

I evaluate two applications, NAS.FT and Himeno benchmark.
NAS.FT does analysis using FFT. Many users will use FFT in loT
environment and | also evaluated it in the previous paper [33].
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In an 10T environment, Fourier Transform is often necessary for
monitoring from vibration or sound sensors of vehicles or factory
machines. NAS.FT [48] calculates discrete 3D Fast Fourier
Transform. When considering an application that transfers data
from a device to a cloud via network; it is assumed that the device
side performs primary analysis such as FFT processing to reduce
the network traffic. For benchmark for tuning, we use a sample
test of Fourier transformation which is equipped. Sample test
parameters of grid is 256*256*128 and number of iterations is 6.

Himeno benchmark [49] is a benchmark for incompressible fluid

analysis which solves Poisson equation by Jacobi iteration method.

It is frequently used for manual GPU acceleration.

5.1.2 Experiment conditions

Since convergence of acceleration using GA was evaluated in
previous papers [32][33], the performance of each application for
each generation of GA is not displayed in a graph this paper.
However, in performance measurement, the performance of the
application is measured for all patterns of generation and
individuals. The highest performance code pattern when the
specified number of generations have been tried is the final
solution, and the performance of the solution is evaluated by
comparing it with CPU processing of all codes.

Parameters and conditions of GA are as follows.

Gene length: Number of GPU processable loop statements. 13 for
himeno benchmark and 65 for NAS.FT.

The number of individuals M: No more than gene length. 10 for
himeno benchmark and 30 for NAS.FT.

The number of generations T: No more than gene length. 10 for
himeno benchmark and 20 for NAS.FT.

Goodness of fit: (Processing time)$"{-1/2}$. When processing
time becomes shorter, goodness of fit becomes larger. By setting
(-1/2) power, we prevent narrowing of search range due to too
high goodness of fit of specific individuals. If the performance
measurement does not complete in 3 minutes, a timeout is issued,
and processing time is set as 1000 sec to calculate goodness of fit.

Selection algorithm: Roulette selection and Elite selection. Elite
selection means one gene with maximum goodness of fit must be
reserved for the next generation without crossover or mutation.

Crossover and Mutation rate Pc and Pm: 0.9 and 0.05

5.1.3 Experiment environment

I use physical machines with NVIDIA Quadro P4000 for
verifications. The CUDA core number of NVIDIA Quadro P4000
is 1792. | use PGI compiler community edition v19.4 and CUDA
toolkit v10.1. Figure 3 shows an experiment environment.

5.2 Performance Results

Two applications were confirmed to improve performances. Due
to the characteristics of GA, it does not converge at the same
number and the same performance every time.

Figure 4 shows an example of performance change of previous
research [33]. It shows maximum performance change of NAS.FT
in each generation with GA generation transitions (The vertical
axis shows how many times faster GPU offloading was than using
only CPU). Performances can be improved and converged after 10
generations, and GPU offloading is about 5 times faster
(processing time is shortened from 31.3 to 5.8 seconds). Because
same gene patterns often occur in GA process, the search process
was completed within 7 hours.

Based on the previous results, Figure 5 is the measurement results
of how much performance has been improved by the proposed
method implementation of this paper. Figure 5 shows how many
times the performance of the final solution is compared to the
CPU processing of all codes. From Figure 5, Himeno benchmark
was only 4.8 times in previous research, but can improve 15.4
times with the proposed method. As for NAS.FT, it was found
that the proposed method achieves 10.0 times performance
compared to 5.4 times in previous research.

6. CONCLUSION

In this paper, | proposed to improve an automatic GPU offloading
technology for loop statements of applications as an elemental
technology of environment adaptive software. Environment
adaptive software is a proposed concept which adapts applications
to the environments to utilize GPU, FPGA and so on appropriately
for various fields such as education (e.g., image processing).

In order to increase the performance of offloading and to expand
the number of applications, | studied an improvement in this paper.
In order to reduce CPU-GPU transfers for higher performance’s,
the range of batch CPU-GPU transfers will be extended to
multiple file variables. Also, variables that are already in the GPU
after batch transfer are instructed that transfer is not necessary
using OpenACC #pragma acc data present. In addition, variables
are transferred via a temporary area. Furthermore, GPU
processing of single loop and tightly nested loop is instructed
using OpenACC #pragma acc kernels. For loops that can be GPU



processed even in non-tightly nested loops, we use OpenACC

#pragma acc parallel. This expands the applicable loop statements.

7. REFERENCES

[1] AWS EC2 web site, https://aws.amazon.com/ec2/instance-types/

[2] Y. Yamato, etal., "Fast and Reliable Restoration Method of Virtual
Resources on OpenStack," IEEE Transactions on Cloud Computing,
Sep. 2015.

[3] O©. Sefraoui, et al., "OpenStack: toward an open-source solution for
cloud computing,” Journal of Computer Applications, Vol.55, 2012.

[4] Y. Yamato, "Cloud Storage Application Area of HDD-SSD Hybrid
Storage, Distributed Storage and HDD Storage," IEEJ Transactions
on Electrical and Electronic Engineering, Vol.11, pp.674-675, 2016.

[5] Y. Yamato, "Use case study of HDD-SSD hybrid storage, distributed
storage and HDD storage on OpenStack," 19th International

Database Engineering & Applications Symposium (IDEAS15), 2015.

[6] Y. Yamato, "Automatic verification technology of software patches
for user virtual environments on laa$S cloud," Journal of Cloud
Computing, Springer, 2015, 4:4, Feb. 2015.

[7] Y. Yamato, et al., "Development of Resource Management Server
for Production laaS Services Based on OpenStack," Journal of
Information Processing, Vol.23, No.1, pp.58-66, Jan. 2015.

[8] Y. Yamato, "Optimum Application Deployment Technology for
Heterogeneous laaS Cloud," Journal of Information Processing,
Vol.25, No.1, pp.56-58, Jan. 2017.

[9] Y. Yamato, "Performance-Aware Server Architecture
Recommendation and Automatic Performance Verification
Technology on laaS Cloud," Service Oriented Computing and
Applications, Springer, Nov. 2016.

[10] Y. Yamato, "Server Selection, Configuration and Reconfiguration
Technology for 1aaS Cloud with Multiple Server Types," Journal of
Network and Systems Management, Springer, Aug. 2017.

[11] Y. Yamato, et al., "Development of Low User Impact and Low Cost
Server Migration Technology for Shared Hosting Services," IEICE

Transactions on Communications, Vol.J95-B, pp.547-555, Apr. 2012.

[12] Y. Yamato, et al., "Evaluation of Agile Software Development
Method for Carrier Cloud Service Platform Development,” IEICE
Transactions on Information & Systems, VVol.E97-D, Nov. 2014.

[13] Y. Yamato, "OpenStack Hypervisor, Container and Baremetal
Servers Performance Comparison,” IEICE Communication Express,
Vol.4, No.7, pp.228-232, July 2015.

[14] A. Putnam, et al., "A reconfigurable fabric for accelerating large-
scale datacenter services," ISCA'14, pp.13-24, 2014.

[15] J. Sanders and E. Kandrot, "CUDA by example : an introduction to
general-purpose GPU programming," Addison-Wesley, 2011

[16] J. E. Stone, et al., "OpenCL: A parallel programming standard for
heterogeneous computing systems,” Computing in science &
engineering, Vol.12, No.3, pp.66-73, 2010.

[17] M. Hermann, et al., "Design Principles for Industrie 4.0 Scenarios,"
Rechnische Universitat Dortmund. 2015.

[18] Y. Yamato, et al., "Security Camera Movie and ERP Data Matching
System to Prevent Theft," IEEE CCNC2017, pp.1021-1022, 2017.

[19] Y. Yamato, et al., "Predictive Maintenance Platform with Sound
Stream Analysis in Edges," Journal of Information Processing,
Vol.25, pp.317-320, Apr. 2017.

[20] Tron project web site, http://www.tron.org/

[21] P. C. Evans and M. Annunziata, "Industrial Internet: Pushing the
Boundaries of Minds and Machines," Technical report of GE, 2012.

[22] Y. Yamato, "Ubiquitous Service Composition Technology for
Ubiquitous Network Environments," IPSJ Journal, VVol.48, 2007.

[23] Y. Yamato, et al., "Development of Service Control Server for Web-
Telecom Coordination Service," IEEE ICWS 2008, Sep. 2008.

[24] Y. Nakano, et al., "Effective Web-Service Creation Mechanism for
Ubiquitous Service Oriented Architecture," The 8th IEEE
International Conference on E-Commerce Technology and the 3rd
IEEE International Conference on Enterprise Computing, E-
Commerce, and E-Services (CEC/EEE 2006), pp.85, June 2006.

[25] Y. Yamato, et al., "Study of Service Processing Agent for Context-
Aware Service Coordination," IEEE SCC 2008, pp.275-282, 2008.

[26] Y. Yamato, et al., "Study and Evaluation of Context-Aware Service
Composition and Change-Over Using BPEL Engine and Semantic
Web Techniques," IEEE CCNC 2008, pp.863-867, Jan. 2008.

[27] Y. Yamato, et al., "Study of Service Composition Engine
Implemented on Cellular Phone," Information technology letters,
Vol .4, pp.269-271, Aug. 2005.

[28] Y. Yokohata, et al.,"Context-Aware Content-Provision Service for
Shopping Malls Based on Ubiquitous Service-Oriented Network
Framework and Authentication and Access Control Agent
Framework," IEEE CCNC 2006, pp.1330-1331, Jan. 2006.

[29] M. Takemoto, et al., "Service Elements and Service Templates for
Adaptive Service Composition in a Ubiquitous Computing
Environment,” The 9th Asia-Pacific Conference on Communications
(APCC2003), Vol.1, pp.335-338, Sep. 2003.

[30] Y. Nakano, et al., "Method of creating web services from web
applications," IEEE SOCA 2007, pp.65-71, June 2007.

[31] J. Gosling, et al., "The Java language specification, third edition,"
Addison-Wesley, 2005. ISBN 0-321-24678-0.

[32] Y. Yamato, et al., "Automatic GPU Offloading Technology for Open
10T Environment," IEEE Internet of Things Journal, Sep. 2018.

[33] Y. Yamato, "Study of parallel processing area extraction and data
transfer number reduction for automatic GPU offloading of loT
applications," Journal of Intelligent Information Systems, Springer,
DOI:10.1007/s10844-019-00575-8, 2019.

[34] K. Shirahata, et al., "Hybrid Map Task Scheduling for GPU-Based
Heterogeneous Clusters," IEEE CloudCom, 2010.

[35] Altera SDK web site, https://www.altera.com/products/design-
software/embedded-software-developers/opencl/documentation.html

[36] Xilinx SDK web site, https://japan.xilinx.com/html_docs/
xilinx2017_4/sdaccel_doc/lyx1504034296578.html

[37] S. Wienke, et al., "OpenACC-first experiences with real-world
applications," Euro-Par Parallel Processing, 2012.

[38] M. Wolfe, "Implementing the PGI accelerator model," ACM the 3rd
Workshop on General-Purpose Computation on GPU, Mar. 2010.

[39] K. Ishizaki,"Transparent GPU exploitation for Java," CANDAR2016

[40] E. Su, et al., "Compiler support of the workqueuing execution model
for Intel SMP architectures,” In 4th European WS on OpenMP, 2002.

[41] Jenkins web site, https:/jenkins.io/

[42] Selenium web site, https://www.seleniumhg.org/

[43] J. H. Holland, "Genetic algorithms," Scientific american, 1992.
[44] OpenCV web site, http://opencv.org/

[45] imageJ web site, https://imagej.nih.gov/ij/docs/concepts.html
[46] Clang website, http:/llvm.org/

[47] CCFinder web site, http://www.ccfinder.net/

[48] NAS.FT website, https://www.nas.nasa.gov/publications/nph.html
[49] Himeno benchmark web site, http://accc.riken.jp/en/supercom/



	名称未設定

	Title: Improvement Proposal of Automatic GPU Offloading Technology
	Citation: 2020 8th International Conference on Information and Education Technology (ICIET 2020), pp.242-246
	Publisher: ACM
	Note: "(c) ACM 2020. This is the author's version of the work. It is posted here for your personal use. Not for redistribution. The definitive Version of Record was published in ACM, https://doi.org/10.1145/3395245.3396200"
	yyyy: 2020
	mm: 5
	dd: 23
	version(English): [Author Accepted Manuscript(AAM)]
	version(Japanese): [(受理済)著者最終稿(AAM)]
	_: ‘I‘ð“à—e1
	__: Off
	Author(s): Yoji Yamato
	DOI: https://doi.org/10.1145/3395245.3396200


